
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

SED IM EN T CON TR OL 
           

(Gravel bags, Sand bags, Silt Fence, and Straw Wattles /Fiber Rolls) 
 

Sediment is the most common pollutant washed from work sites, creating 

multiple problems once it enters the ocean.  Sediment clogs the gill of fish, 

blocks light transmission and increases ocean water temperature, all of  

    which harm sea life, disrupting the food chain upon which both fish and 

    people depend on. 
 

 

 

 

 

 

 

 

 Gravel bags, silt fencing, and straw wattle rolls are acceptable for sediment 

control. 

 Place sediment control throughout the perimeter toe line of the work site 

to prevent sediment from leaving your property. 

 If  silt  fencing  is  used,  proper  installation  is  necessary  for  sediment 

control. 

 
      

  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

E N T R AN C E /E X I T  S T AB I LIZ E D  
              

         Prevent Dirt/Sediment Tracking onto The Street                

      NEVER HOSE any material off your site 

 

 

 

 

 

 

 

 

 

  
 

 

 Sediment  and  other materials  shall  not  be  tracked  from  the  site  by 

vehicle traffic.  Tracking shall be swept up immediately or at the end of 

the workday. 

 Stabilizing your  entrance/exit  is  required  at  any point where  traffic 
will be entering or leaving the site. 

 Stabilizing shall include aggregate (3”‐4”) and / or steel rumble plates.        
     
 

 

 

 

 

 

 

 Remove all sediment deposited on paved roadways 

immediately. 

 Sweep paved areas that receive sediment when it becomes 

visible. 

  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

ST O R M  D R AIN  P R O T E C T IO N  
  

               

       WORKING NEAR a STORM DRAIN? 
 

The storm drain system is designed to help prevent flooding by

carrying  excess  rainwater  away  from  areas  like  parking  lots,

outdoor  work  areas,  and  street.    Most  of  these  areas  have

sediment,  trash,  and  other  urban  pollutants.    Since  the  storm

drain  system  does  not  provide  for  treatment to  remove  the

pollutants, it quickly transports them directly to our receiving  

                                 waters (local harbors, streams, rivers and the ocean). 

 

 
 

 

 

 Protect storm drain(s) with sandbags and/or 

straw fiber rolls.   

 Storm drain protection shall be installed 
whenever there is a potential of pollutants 

being discharged from your site. (Such as 

sediment, sand, dirt, sawdust, fertilizer, 

cements mix, stucco, plaster, etc.). 

 Inlet protection shall be inspected and accumulated  
     sediments/debris removed as soon as possible. 

 
 

Note:  The storm drain is protected for accidental spills. Unless rain water is leaving your property, it’s 

             considered an “illicit discharge” and it’s subject to a fine.       

  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

E R O SIO N  C O N T R O L 
   

    (For Slopes 3 Feet and Higher) 

  

 

 

 

 

 

 

 

 

 

 

 Soil stabilization shall be 
implemented on all slopes during  

    the rainy season  (October 1st  

    through April 15th). 

 

 Soil stabilization practices shall 
control and prevent erosion from forces of wind and water. 

 

 Acceptable materials include plastic 

     covering, jute netting, vegetation,  

     hydro‐mulching & hydro‐seeding. 

 

 During the rainy season, plastic will  

    need to be anchored against rain 

    and wind.  Tying sandbags together with a strong nylon string is one example 

    of anchoring the plastic. 
 

 Most hillside properties will require erosion control as well as sediment control. 

 

NOTE:   

Any material that has potential to runoff into the street, gutter, or storm drain shall be covered and secured around the 

perimeter.  

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Dig hole in ground 

CO N ST R UCT IO N  O F  WASHOUT AR EA 
 

 

 

 
 

3) 

2) 

1)

1) 

2) 

3) 

1)  First, make a berm with sand bags, straw fiber roll, or dig 
hole in  ground (one layer berm is sufficient for smaller jobs). 

 

2)  Place plastic so that it overlaps this berm or extends beyond 
the hole in ground. 

 

3)  Secure plastic around the perimeter to prevent it from folding  
 over. 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
C O N C R E T E  / ST UC C O  / P LAST E R  
& SAW  C UT T IN G M AN AGE M E N T  

 

 

 

 Concrete excess or waste shall not be washed into the ground, gutter, 
street  or  storm  drain.    All mixers  shall  be  placed  on  plastic  and 

bermed  (secured) around  the perimeter whether  it  is placed on  the 

ground or the street.  

 A designated washout area shall be provided for concrete  / stucco  / 
plaster products.   The  containment area  shall be  lined with plastic 

and  perimeter  secured  to  prevent  spills  onto  the  ground,  street, 

gutter or storm drain. 

 For  small  jobs,  a  plastic  bucket  or  a  waterproof  container  is 
acceptable as a designated  

      washout area.  

 Slurry  from  concrete  and  saw  cuttings  shall  be  contained  during 
operations and either vacuumed or swept up for disposal.    (Placing 

equipment on dirt or landscaped area helps prevents runoff into the 

street). 

 When breaking up paving, be sure to pick up all pieces and recycle 
them  at  a  crushing  company  and  small  amount  of  excess  dry 

concrete, grout, mortar can be disposed of  in the  trash.   Never bury 

waste material ‐ recycle or dispose of as hazardous waste. 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

M AT E R IALS M AN AGE M E N T  
 

 
 
 

 
 
 
 
 

 All  materials  shall  be  properly  contained  and  secured.  

Containers  shall  be  sealed  after  the  workday.    A  plastic 

tarp/plastic  should  be  placed  securely  over  materials  for 

protection against spills, wind, and rain. 

 

 All material handling and storage areas shall be reasonably clean 

and free of spills or leaks. 

 

 Bags of materials  (cement, plaster, stucco,  fertilizer, etc.) shall be 

stored away from street ‐ covered and secured. 

 

 Wood cutting equipment shall be placed on soil not on driveways 

or streets.  Saw dust shall be swept and disposed of in trash.  NOT 

WASHED OUT INTO THE STREET. 

         
     

 

   

 

  



 
 
 

 

STO CKPILE M ANAGEM ENT 

 
  
 

 
 
 

   

 
 
 
 
 

Dirt, gravel, and other construction related materials shall be 
placed away from the street, gutter, and storm drains. 

Any construction material stored or stockpiled on-site shall 
be protected from being transported by the force of wind or 
rain by covering it with plastic and anchoring it down with 
sand bags. 

 
 
 
 
 
 
 
 
 
 

 
 
 
 

  

 

STOCKPILING of ANY MATERIAL ON CITY STREETS IS 
PROHIBITED 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

   

 

 
D UST  C O N T R O L 

 
  

Dust  control measures  are  used  to  stabilize

soil  from wind  erosion  and  to  reduce  dust

generated by construction activities. 
 

 

 

 

 

 

 

 

 Avoid  over watering when water  is  used  for  dust  control  –  over 

watering may lead to sediment tracking onto the streets. 

 

 Minimize  the  impact  of  dust  by  anticipating  the  direction  of 

prevailing winds.   Provide covers for trucks hauling or transporting 

materials that may contribute to the dust. 
 
 

 

 

 

 

             

 

 

     
 

 
 
 
 
 

  Be considerate of your neighbor(s) by 

implementing effective dust control Best 

Management Practices (BMPs) in all loose 

soil areas. 


